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Real-time imaging in the terahertz (THz) spectral range was achieved using a milliwatt-scale, 2.8 THz
quantum cascade laser and an uncooled, 160120 pixel microbolometer camera modified with Picarin op-
tics. Noise equivalent temperature difference of the camera in the 1–5 THz frequency range was estimated
to be at least 3 K, confirming the need for external THz illumination when imaging in this frequency regime.
Despite the appearance of fringe patterns produced by multiple diffraction effects, single-frame and ex-
tended video imaging of obscured objects show high-contrast differentiation between metallic and plastic
materials, supporting the viability of this imaging approach for use in future security screening applications.
© 2008 Optical Society of America
OCIS codes: 110.2970, 110.6795, 140.5965.By virtue of its unique spectral characteristics, radia-
tion in the 0.3–10 terahertz (THz) spectral range has
recently attracted attention as a promising medium
for next-generation imaging technology [1–9].
Equipped with a proper illumination source and sen-
sor, THz imaging systems are capable of standoff de-
tection of concealed objects and of human body
tissue—particularly cancerous growths, which can
elude detection by traditional x-ray methods [1–3].
Such detection agility is possible because THz wave-
lengths are sufficiently short to provide submillime-
ter resolution capability, yet sufficiently long to pen-
etrate most nonmetallic materials [4]. Furthermore,
the nonionizing nature of this radiation allows for di-
rect human exposure without the threat of ill-health
effects [3]. Owing to a dearth of THz-tuned sensors
and sources, however, this frequency range has not
yet been fully exploited. Currently, most THz imag-
ing systems use either antenna-coupled semiconduc-
tor detectors or cryogenically cooled bolometers oper-
ating in the scan mode. More recently, the potential
use of uncooled microbolometer cameras for THz im-
aging using quantum-cascade laser (QCL) sources
has been reported [5–9]. In this Letter, we report on
the use of an uncooled, infrared microbolometer cam-
era for imaging radiation produced by a milliwatt-
scale 2.8 THz QCL.
The detection system is a commercially available,
uncooled 160120 pixel focal-plane array (FPA) mi-
crobolometer camera (IR-160, Infrared Systems) de-
signed for passive imaging in the 8–14 m wave-
length range. With over 35% of total radiative power
of the 300 K blackbody spectrum lying within this
range, the device has a relatively low noise-
equivalent temperature difference (NETD) at room
temperature; this sensitivity allows for generation of
high-quality infrared images. The pixels are con-
0146-9592/08/050440-3/$15.00 ©structed, using conventional microelectromechanical
techniques, of a composite membrane of vanadium
oxide VOx and silicon nitride Si3N4. When oper-
ated in the infrared regime, the camera has a dy-
namic range of 66 dB and NETD of less than 100 mK
with f /0.8 optics. Since the camera is not designed for
imaging at THz frequencies, sensitivity of the FPA
for the 1–5 THz band of interest was separately
evaluated to establish whether external illumination
is required to operate the device at such frequencies.
As a function of noise-equivalent power (NEP),






where Fno is the f number of the optics used for focus-
ing the beam onto the FPA, Adet is the area of a single
pixel,  is the emissivity of the membrane material,
and Tl is the lens transmissivity. L, the spectral irra-





where t is the emissivity of the illumination source
and PT is the exitance of the source in the THz fre-
quency range of interest. Using Planck’s radiation
law and the fact that, at 300 K, hvkT for the










where vc is the high-frequency cutoff of the THz re-
gion 5 THz. This formula yields a total incident
power density over the 1–5 THz region of approxi-
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that associated with the 8–14 m wavelength range
170 W/m2. Thus the NETD of the detector in the






The microbolometer camera used in the present
study employs an f /1 lens with Adet=5050 m2.
With the QCL source exhibiting blackbody character-
istics, t can be taken to be unity. NEP is evaluated
by first considering the various sources of noise
within the detector. In microbolometers, the predomi-
nant noise source at lower readout bias currents is
Johnson’s [10]. At room temperature, the rms voltage
of this noise contribution is given by [11]
VJN = 4kBTRf1/2 = 7.0 V, 5
where R=10 k is the equivalent resistance for noise
analysis when the microbolometer and 20 k load re-
sistor are serially connected in the readout circuit
[10]. The frequency bandwidth, f=0.29 MHz, is ob-
tained from the 30 Hz frame rate at which the FPA’s
160120 pixel array is individually sampled. It fol-
lows that detector NEP, given by the ratio of VJN to
detector responsivity, Rv=2105 V/W [12], is ap-
proximately 35 pW.
As a result of optical modifications intended to
maximize the amount of THz radiation received by
the FPA, two of the optical parameters in Eq. (4)
Tl ,Fno differ from those for the original system.
Early experiments using the camera’s stock germa-
nium (Ge) lens indicated that the incident THz beam
was strongly attenuated by antireflection coatings
applied to the lens; to correct this deficiency, the Ge
lens was replaced with a 1 inch 2.54 cm diameter,
20 mm focal length bi-convex f /1 lens made of Pi-
carin (PPL-1—20 mm–BC, Microtech Instruments).
For focusing of the incident collimated beam, the lens
was mounted 20 mm from the FPA, yielding an effec-
tive camera field of view of 53°. Picarin, measured to
have a transmissivity Tl of 0.65 at 2.8 THz, was
also used as the source material for the 2 inch
5.08 cm diameter, 4 mm thick cryostat window. The
emissivity metric , which is directly proportional to
the membrane’s absorption of incident radiation, has
not been well characterized for THz frequencies. By
using infrared emissivity values, however, one can
obtain an upper limit of detector performance and es-
tablish whether external illumination is necessary
under the most liberal of assumptions. Using =0.8
(a well-documented value for the 8–14 m wave-
length range [10]), the NETD of the microbolometer
is found to be approximately 3 K. This result, which
is more than 1 order of magnitude higher than the
commercially specified NETD of the camera for pas-
sive infrared imaging 0.1 K, confirms the need for
external illumination when using the microbolometer
camera at THz frequencies.
The QCL used in these experiments, fabricated viamolecular beam epitaxy on a semi-insulating GaAssubstrate using a bound-to-continuum transition de-
sign, consists of a 14 m multiple quantum well
(MQW) active region comprised of 120 periods [12].
Owing to asymmetric diffraction effects that are pro-
duced by the active facet’s rectangular 14 m
200 m cross section, the beam propagates with
greater divergence along the vertical than the lateral
dimension, yielding an elliptical beam shape. To miti-
gate heating in the active region, the laser was nomi-
nally operated at a 300 kHz repetition rate with a
0.9–1.6 A current bias and 8–15% duty cycle. The re-
sulting ranges of peak and average output power
from the QCL were 5–9 mW and 0.4–1.4 mW, re-
spectively. Current-versus-voltage measurements in-
dicated that QCL dynamic impedance during lasing
is about 3.4 ; impedance matching to the 50  pulse
generator was accomplished by incorporating a step-
down transformer into the electrical circuit. To ac-
commodate the laser’s stringent cooling require-
ments, the QCL was attached to a copper-based
mount (to promote energy dissipation through ther-
mal conduction) and cooled to 10 K using closed-cycle
refrigeration. To maximize transmission of the highly
divergent QCL beam from the cryostat, the laser car-
rier was positioned immediately adjacent to the win-
dow interior (within 13 mm). External to the cryostat
were placed a pair of gold-plated, 90° off-axis para-
bolic (OAP) reflectors (f /1 and f /2, each 50.8 mm in
diameter) for collimating the beam and steering it to-
ward the camera. The f /2 OAP was displaced 25 mm
from the f /1 OAP, which was positioned 32 mm from
the cryostat window. The camera’s Picarin lens was
positioned approximately 90 mm from the f /2 OAP.
Imaging experiments were performed by inserting
metallic objects, wrapped within various obscurants
(plastic, paper, and cloth), roughly midway between
the two parabolic mirrors such that a focused image
fell on the microbolometer FPA. For single-frame im-
aging, the laser was typically operated at a 300 kHz
repetition rate, a bias of 1.3–1.6 A, and 15% duty
cycle. Figure 1 is representative of the results ob-
tained and demonstrates the methodology used to re-
fine the image quality of a utility-knife blade
wrapped in opaque plastic tape [Fig. 1(a)]. Although
single-frame images showed good contrast between
the two objects [Fig. 1(b)], further improvements
were achieved by taking multiple individual images
of the stationary ensemble. When image-averaging
techniques are used to combine these frames into a
composite image [Fig. 1(c)], noise effects are averaged
out and overall clarity is improved. Finally, using
noise-reduction software applications, still greater
contrast can be achieved [Fig. 1(d)]. The advantage
offered by image averaging and/or computer-based
postprocessing techniques is perhaps best appreci-
ated by noting the small speck of (nonmetallic) for-
eign material that became accidentally embedded
within the plastic tape (visible in THz images near
the top of the illumination region). In the unmodified
single-frame THz image [Fig. 1(b)], the contaminant
is barely distinguishable within the image’s back-
ground noise. In Figs. 1(c) and 1(d), however, it is
clearly recognizable as a distinct object. Given the
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pal limiting factor associated with prolonged imaging
is thermal population of the laser’s quantized energy
states via Joule heating of the QCL. To minimize la-
ser heating during extended (video) imaging, bias
current and duty cycle were decreased to roughly
930 mA and 8%, respectively. Despite the resulting
reduction in average laser power, real-time video re-
cordings under these operating parameters are only
slightly inferior to still-frame images (Fig. 2). Signifi-
cant diffraction effects, produced by the influence of
Fig. 2. (Multimedia online) Single-frame excerpts from
video recordings of metallic objects concealed by opaque
Fig. 1. (Color online) Imaging of a small utility-knife blade
wrapped in opaque plastic tape. (a) Conventional digital
photograph. Dotted region represents approximate area of
illumination. (b) Single-frame image of blade assembly il-
luminated with 2.8 THz QCL radiation and imaged with
microbolometer camera. (c) Image generated by computa-
tionally averaging 50 individual frames. (d) Fifty-frame
composite image, refined using MATLAB image-processing
utility software.various system optics on the THz beam (QCL aper-
ture diffraction, as well as etalon effects arising
within the Picarin lens and cryostat window), are ap-
parent in the form of sharply defined, concentric
fringe patterns appearing throughout each of the
THz images.
In summary, we have demonstrated the ability to
image metallic objects obscured by opaque materials
using 2.8 THz radiation and a commercially avail-
able microbolometer camera. These results confirm
that microbolometer pixel membranes remain ab-
sorptive well beyond the 8–14 m wavelength range,
and that uncooled microbolometer cameras hold
promise as an inexpensive, compact platform for THz
imaging under certain scenarios. Calculations indi-
cate that camera NETD in the 1–5 THz frequency
range is at least 3 K, confirming the need for external
radiation sources when imaging with microbolometer
FPAs in this regime. Improvements upon this imag-
ing scenario are currently being investigated.
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